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HHHRRROOODDDCCC   LLL tttddd   –––   LLL eeegggaaalll    PPPaaarrr aaammmeeettteeerrr 
 
Human Resource and Organisational Development Consultancy (HRODC) Ltd is Registered in 
England, with Registration Number 6088763. Its VAT Registration is: 8958 765 38. It is directly 
accountable to, and monitored by, several government agencies, including Companies House, an 
Executive Agency of the Department for Business, Enterprise and Regulatory Reform (BERR). All 
‘Offices’ of HRODC Ltd, including National Representatives are subject to public scrutiny and 
transparency. Its Registered Office is 122A Bhylls Lane, Castlecroft, Wolverhampton, West 
Midlands WV3 8DZ, UK, with Office in London UK. It has National Representatives in Nigeria, 
Ghana, Cameroon, United Arab Emirates (UAE), Kingdom of Saudi Arabia, among others. Prof. 
Dr. R. B. Crawford, PhD (London), MEd.M. (Bath), Adv. Dip. Ed. (Bristol), PGCIS (TVU), ITC 
(UWI), MAAM, MAOM, LESAN, MISGS. Visiting Prof. P.U .P. is its Chief Executive.�
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122A Bhylls Lane, 
Wolverhampton, WV3 8DZ, UK 

Telephone: +44 (0) 1902 763 607 
+44 (0) 1902 569133 

Mobile: +44 (0) 7736 147507 
E-mail: consult@hrod-consultancy 

sales@hrod-consultancy.com 
Website 

 http://www.hrod-consultancy.com 
 

328 Linen Hall,  
162-168 Regent Street,  
London. W1B 5TD, UK 

Tel: +44 (0) 20 84809628 
Mobile: +44 (0) 7736 147507 

E-mail: consult@hrod-consultancy 
sales@hrod-consultancy.com 

Website 
�http://www.hrod-consultancy.com��
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Column Number 

Row 
No. 

1 2 3 4 5 6 

   
PPrr oodduucctt   oorr   SSeerr vviiccee  

  
PPrr oodduucctt //    
SSeerr vviiccee  ##  

  
SShhoorr tt   DDeessccrr iipptt ii oonn  

  
QQuuaanntt ii

ttyy  

  
UUnnii tt   PPrr iiccee  

UUSS$$  

  
TToottaall   CCoosstt   iinn  

UUSS$$  

1.  Mobile Asphalt 
Mixing Plant  

HHHRRROOODDDCCC
___AAAPPP111999   

30 Tons Per Hour – Dual 
Fuel – Diesel and Natural 
Gas - Mobile Forced Feed 
and Drive System Asphalt 
Mixing Plant. Includes 
Control System, with PLC 
and Touch Screen, Coal 
Miller and Filler Screw 
Conveyor, Cyclone dust 
filter. 

1 $118,300.00 $118,300.00 

 

SSuubbttoottaall   Excluding Delivery, installation and training $$111100,,000000..0000  

DDeell iivveerr yy  Seaport-To-Seaport Delivery $9,000.00 

II nnssttaall llaatt iioonn  Direct Installation of Plant and train local engineers $12,000.00 

VV..AA..TT..  @@  Europeans Only  

PPaayymmeenntt  TTeerrmmss  1. The prices, above, exclude delivery, installation and training, unless otherwise 
stated. These costs will be advised at your request. 

2. Products costing in excess of us US$40,000.00 require a deposit of 50% by 
Telegraphic Transfer (TT) or bank counter credit, at the time of order. The 
remaining 50%, by Irrevocable Letter of Credit (ILC), is required one week 
before shipment of the complete item. 

3. 100% of the cost of items of up to $40,000.00 is required at the time of order. 
4. Bank details for payment, and extended terms, where applicable, will be 

included in the Proforma Invoice, following the confirmation of your order. 

DDeell iivveerr yy  LL eeaadd  TT iimmee  4 weeks 

SShhiippppiinngg  TT iimmee  Between 45 and 60 Days 
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HHHRRROOODDDCCC___AAAPPP111999   333000   TTTPPPHHH      DDDuuu aaalll    FFFuuueeelll    FFFooo rrr ccceeeddd    FFFeeeeeeddd    MMMooo bbb iii lll eee   AAAsssppp hhh aaalll ttt    MMMiii xxx iii nnn ggg    PPPlll aaannn ttt    –––   
TTTeeeccchhhnnn iii cccaaalll    SSSppp eeeccc iii fff iii cccaaattt iii ooo nnn 

Component Name Value Quantity  

1 

Burner system #1 
Diesel Burner. This burning 
system is the first of the 
burners, which uses diesel 
fuel. This is the device that 
heats the bitumen  and 
aggregate, ready for mixing 
to produce asphalt. The 
burner is ignited by a 
special ignition system, 
behind a viewing glass – in 
the field of view of the 
operator. This burner can 
also use gasoline but has to 
be specially configured to 
do so at the manufacturing 
stage. 

Centrifugal blower. 
This is the device 
that blows the hot air 
from the burner to to 
the centre of the 
forced-mix 
mechanism, to 
speedily mix the 
bitumen with the 
different grades of 
bitumen, forming the 
finished asphalt. 

9-19NO.5.6A-11KW 1 Set 

Burning cyclone 
furnace. This is the 
blazing flame inside 
the mixing forced-
mix mechanism, 
designed to mix the 
aggregates with the 
bitumen, to form the 
finished asphalt 

� 900 1 Set 

Ignition oil pump. 
This is the device 
that is used to light 
the flame inside the 
forced-mix 
mechanism mixer, to 
ensure an effective 
finished product. 
This device is 
managed, remotely,  
from the control 
panel, using the 
touch screen panel 

CB-B6 1 Set 

Ignition oil pump 
motor. This motor 
controls the oil 
pump, connected to 
the ignition unit. The 
power for this unit is 
devised from the 
control panel. 

Y8014-0.55KW 1 Set 
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Oil Filter. As in  
motor vehicles, this 
is the device that 
removes foreign 
particles and worn 
metal particles from 
the oil before it 
reaches the internal 
components. This 
action prolong the 
life of the 
mechanism. 

CX0710 1 Unit 

Spillover valve P-B25 1 Unit 
Throttle.  Throttle. 
This is the device 

that speeds up and 
slowers the  mixing 
plant, by controlling 
the amount of fuel 
that is utilised, at 
any given time. 

L8 1 Unit 

Burner oil pump KCB-18.3 1 Set 
Burner oil pump 

motor 
Y90L-4-1.5KW 1 Set 

Oil Tank ��  1 Unit 

Coal mill MPF-900 1 Set 

Coal mill motor Y2-225S-4-37KW 1 Set 
Coal mill electric 

cabinet 
��  1 Unit 

Coal carry pipe 5m 1 Unit 

2 

Burner system #2 
Natural Gas Burner.  This 
burning system is the 
second of the burners, 
which uses natural gas as 
fuel fuel. This is the device 
that heats the bitumen  and 
aggregate, ready for mixing 
to produce asphalt. The 
burner is ignited by a 
special ignition system, 
behind a viewing glass – in 
the field of view of the 
operator. 

Centrifugal blower. 
This is the device 
that blows the hot air 
from the burner to 
the centre of the 
forced-mix 
mechanism to 
speedily mix the 
bitumen with the 
different grades of 
bitumen, forming the 
finished asphalt. 

9-19NO.5.6A-11KW 1 Set 

Burning cyclone 
furnace. This is the 
blazing flame inside 
the mixing forced-
mix mechanism, 
designed to mix the 

� 900 1 Set 
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aggregates with the 
bitumen, to form the 
finished asphalt 
furnace 
Ignition oil pump. 
This is the device 
that is used to light 
the flame inside the 
forced-mix 
mechanism mixer, to 
ensure an effective 
finished product. 
This device is 
managed, remotely,  
from the control 
panel, using the 
touch screen panel. 

CB-B6 1 Set 

Ignition oil pump 
motor. This motor 
controls the oil 
pump, connected to 
the ignition unit. The 
power for this unit is 
devised from the 
control panel. 

Y8014-0.55KW 1 Set 

Oil Filter. As in  
motor vehicles, this 
is the device that 
removes foreign 
particles and worn 
metal particles from 
the oil before it 
reaches the internal 
components. This 
action prolong the 
life of the 
mechanism. 

CX0710 1 Unit 

Spillover valve P-B25 1 Unit 
Throttle. This is the 
device that speeds 
up and slowers the  
mixing plant, by 
controlling the 
amount of fuel that is 
utilised, at any given 
time. 

L8 1 Unit 

Gas Burner Chuck. 
This is the device 

that controls the flow 
of natural gas to the 

KCB-18.3 1 Set 
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natural gas burner.  

Burner gas chuck 
motor. This is the 
motor that controls 
the operation of the 
burner. 

Y90L-4-1.5KW 1 Set 

Gas Tank. This is 
the container for the 
natural gas. 

��  1 Unit 

3 Aggregate lift system 

Windlass rotor motor XWD11KW-7-29 1 Set 

Lift lead rail ��  1 Set 

Lift pot ��  1 Set 

Charge in transit pot ��  1 Unit 

Travel switch ��  3 Units 

4 Dryer roller 

Roller  ��  1 Unit 

Roller riding wheel ��  2 Set 

Motor Y160M-4-11KW 1 Set 

Speed reducer ZQ350-8.23-�	  1 Set 

5 
1st-level cyclone dust 

device 

Induced fan Y5-47No.6C-11KW 1 Set 
Cyclone dust 
collector.  This is the 
device that removes 
the dust particles 
from the expelled 
air, reducing 
atmospheric 
pollution and 
machine clogging. 

��  1 Set 

Dust hopper ��  1 Set 
Connection wind 

pipe 
��  1 Set 

6 Mixing system 

E-Motor XWD9-11-22KW 1 Set 

Mixer JD750 1 Set 

Cylinder QGBE125X200-L3 1 Unit 
Magnetic exchange 

valve 
4V410-L15-DC24 1 Unit 

Oil pump SNB10-2I 1 Set 

7 Bitumen transport system 

Bitumen bucket ��  1 Unit 

Bitumen pump CLB-100 1 Set 

Bitumen motor Y112M4-4Kw 1 Set 

Cylinder QGBES80X100-L3 1 Unit 

Manual triple valve DN50 1 Unit 
Pneumatic triple 

valve 
CW44 1 Unit 
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Magnetic exchange 
valve 

4V410-L15-DC24 2 Units 

Sensor SBS-3OO 1 Unit 

8 Powder delivery system 

Screw conveyor >¾193×5m 1 Set 

Sensor SBS-3OO 1 Unit 

Cylinder QGBES80X200-L3 1 Unit 
Magnetic exchange 

valve 4V410-L15-DC24 1 Unit 

Powder hopper ��  1 Unit 
Powder weighing 

tank 
��  1 Unit 

9 Product warehouse system 

Lift pot ��  1 ��  

Lift lead rail ��  1 ��  

Windlass rotor motor XWD11KW-7-29 1 Set 

Travel switch ��  3 Units 

Product bin 9T 1 ��  
Magnetic exchange 

valve 
4V410-L15-DC24 1 Set 

Gate-opening 
cylinder QGBZZ160X450 1 Set 

10 Electrical system 

Air compressor 0-0.67Mpa 1 Set 
Air supply tri-
combination 

BC4000 1 Set 

Pipe union ��  ��  ��  

Muffler L15 10 Sets 

High pressure tube � 12*50m 1 Unit 

11 Control system 

Control room 2.4x2.2x2m 1 Set 
PLC. This is the 
asphalt plant;s main 
computer, which 
controls it. It consists 
of a main control 
panel and a 
companion panel. 
The control panel 
has a touch screen, 
with a 
programmable 
system. Recipes can 
be programmed and 
called up for 
automatic 
functioning. It has an 
integrated flat 
screen monitor and 

��  1 Set 
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touch screen panel. 
All the wires to the 
different sections of 
the asphalt plant is 
connect to this 
syste. 
Control system. This 
is the device that 
has a computerised 
touch panel. It 
facilitates automatic 
operation or touch 
screen manual 
override operation. It 
can be set at 
automatic and the 
plant will run without 
any human control. 
It can also be set at 
manual operation, 
where the operation 
of the plant is 
controlled by the 
touch screen facility. 
At all times, the 
different 
components and 
their operation will 
be visible on the 
computerised 
screen. 

��  1 Set 

Man-machine 
dialogue terminals 

��  1 Set 

Intermediate input-
output system 

��  1 Set 

Motor drive 
protection system 

��  1 Set 

Air conditioner 1.5Horse Power 1 Set 

Optional Components  

12 

Wet or Water 
Dust Filler 

System(Optional 
Parts) – Used in 
areas such as 

UAE and Saudi 
Arabia, where it 
is a requirement 

Wet/ Water 
dust filler 

��  1 Set 

Water pump 5.5KW 1 Set 

Induced fan 
Y5-47No.8C-

30kw 
1 Set 

Sprayer ��  1 Set 

1 Batching Aggregate bin 7m3 3 Units 
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system(Optional 
Parts) – Used to 
Store Finished 

Asphalt 

Measuring bin ��  1 Unit 

Belt motor 
B650×19000×10 1 Unit 

YD7.5-1.0-
400×750 1 Set 

Load detector SBS-1500 4 Units 
Magnetic 
exchange 

valve 
4V410-L15-DC24 6 Units 

Cylinder SC80×200-CB-Y 6 Units 

Pulsator B-0.5(0.55KW) 1 Set 
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The asphalt plant’s main components are operated by a burner, which is fuelled by either 
Coal or Diesel. Customers have a choice between these two systems. It is possible to 
customise the system to use both coal and diesel, alternatively. There is an extra cost for this 
dual fuel system.  
 
The motors are controlled by the control panel, supported by the secondary panel. The 
control panel can use power from either a generator or mains electricity. Although there is an 
inbuilt stabiliser, where AC Mains current is used, it is important that the current be 3-phased. 
An external  voltage stabiliser is recommended – for added protection. The generator is 
preferable, because the power is more stable than the mains AC Current. 

  
  
  

��

� EEEnnnddd   ooofff   HHHRRROOODDDCCC___AAAPPP111999   333000   TTTPPPHHH   FFFooorrrccceeeddd   FFFeeeeeeddd   MMMooobbbiiillleee   AAAsssppphhhaaalllttt   MMMiiixxxiiinnnggg   PPPlllaaannnttt   
DDDeeessscccrrriiippptttiiiooonnn    
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AAAddddddiii ttt iii ooonnnaaalll    
CCCooommmmmmeeennnttt sss   

Please note that we are actively engaged in research and 
development. Consequently, our product description, 
specification and aesthetic features are constantly changing so 
as to improve the quality and physical appearance of the 
products to our clients. Consequently, e might vary the 
characteristics of the above products, without notice. 

�


